Confidential

Advantages of the HTL T20 WBL

1. Compact Size

2. Environmentally Friendly
Lead Free
Cadmium Free Amber Glass

3. High Performance
Long Life and Super Long Life

4. World Class Quality
Low PPM History

5. ECE Approved

6. Smaller Socket Hole Opening Leading to
Increased Reflector Area and Improved Aesthetics
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T20 SINGLE FILAMENT (CLEAR)

Applications:

-Front/Rear Turn Signal |
-Reverse Lamp | .
-DRL yi—
-Stop Function l l

Characteristics:

Part # Volt Amps Watts MSCP Lm Lm/W Life (hrs.) Actual Life (hrs.)
7440 (W21W) 135 1.85 25 36.6 460 18.4 500 2,300
7441 12.8 2.10 26.9 32 402 15.0 2,000 2,860
7441LL 12.8 2.10 26.9 32 402 15.0 4,000 6,000 +
(Krypton)
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T20 SINGLE FILAMENT (Amber)

Applications:
-Front/Rear Turn Signal
-DRL

Characteristics:

Part # Volt Amps Watts MSCP Lm Lm/W Life (hrs.) Actual Life (hrs.)
7440NA 135 1.85 25 22 276 11.0 1000 1360
(WY21W)
7T441NA 12.8 2.10 26.7 24 301 11.3 2,000 i
**(12V27W)

** Under Development
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T20 DOUBLE FILAMENT (Clear)

Applications:
-Stop/Tail Function -
-Park/Turn A7)
e
Characteristics: I‘H
Part # Filament | Volt Amps  [Watts MSCP Lm |_m/W _ife (hrs.) Alct ual Life (hrs.)
7442 Major | 12.8 | 223 | 285 32 | 402 | 141 1200 2860
(12V2718W) | Minor | 140 | 059 8.3 3.0 38 4.6 5000 13,000
7442LL Major | 12.8 | 223 | 285 32 | 402 | 141 4000 10000
(A2V278W) " inor | 140 | 059 8.3 3.0 38 4.6 10000 29000
7443 Major | 135 | 1.85 25 36.6 | 460 | 18.4 750 2150
(W21/5W) Minor | 135 | 0.44 5.9 2.8 35 5.9 1500 11,000
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T20 DOUBLE FILAMENT (Amber)

Applications:
-Park/Turn Function
-DRL/Park

Characteristics:

Part # Filament | Volt Amps  [Watts MSCP Lm |_m/W _ife (hrs.) Alct ual Life (hrs.)
7T442NALL Major 12.8 2.23 28.5 24 300 10.5 4000 4073
Minor 14.0 0.59 8.3 2.8 35 5.9 10000 18180
T444NA Major 12.8 2.23 28.5 30 377 13.2 800 950
Minor 14.0 0.59 8.3 2.2 28 3.37 10000 18560
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Harison Toshiba Blue Coated T20

Blue : High Color Temp (+300K)

Bulb Category Gas Type | Initial Charactenistics |Lilafelrhr/)Vajajdrilailaement
\% A [Lsrmn Hdeed B3 Tc
Blue W21/ Xe High ULL | 135 | 1.85 | 460 1000 1040 1804
Pressure
& W21/5W | XeHigh | ULL | 135 | 1.85/|440/| 1000 | 1040 | 1804
Pressure 0.44 35
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Contact Information:

Lance Wilson

Account Manager

31555 W. Fourteen Mile Rd. Suite 201
Farmington Hills, MIl. 48334

Office Location:
Grand Rapids, MI.

Office Phone: 616-735-1764

Mobile Phone: 248-910-2751
Email:
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